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TECHNICAL SPECIFICATIONS
Security Features
COMPREHENSIVE PROTECTION
• Spam fi ltering
• Virus fi ltering
• Anti-spoofi ng
• Anti-phishing
• Anti-spyware
• Denial of service protection
• Directory harvest protection
• Outbound email fi ltering
• Compliance

SPAM FILTER
• Image Analysis
• IP Reputation Analysis
• Bayesian algorithms
• Content-based fi ltering
• Intent Analysis
• Keyword blocking
• Multilingual/multinational
• Rate control
• RBL and DNSRBL support
• Rule-based scoring algorithms
• SPF

VIRUS FILTER
• Dual-layer virus blocking
• Decompression of archives
• File type blocking

System Features
ADMINISTRATORS
• Web-based interface
• User account administration
• Reports, graphs, and statistics
• LDAP interface
• Multiple domain support
• Secure remote administration
• Journaling

END USERS
• User-based fi ltering
• Individual spam scoring
• Personal allow and block lists
• End user quarantine
• Digest emails
• Outlook / Lotus Notes integration
• Bayesian analysis

Hardware Features
CONNECTORS
• Standard VGA
• PS/2 keyboard/mouse
• Ethernet (see chart below)
• Serial port (DB-9)

POWER REQUIREMENTS
• AC input voltage 100-240 volts
• Frequency 50/60 Hz

Support Options
ENERGIZE UPDATES SUBSCRIPTION
• Standard technical support
• Hourly spam defi nition updates
• Barracuda reputation databases
• Fingerprint defi nitions
• Intent Analysis defi nitions
• Image spam rules
• Spam rules
• Hourly virus defi nition updates

INSTANT REPLACEMENT SERVICE
• Replacement unit shipped next business day
• 24x7 technical support

Internet Email ServerBarracuda Spam & Virus Firewall

Typical Deployment

MODEL COMPARISON    MODEL 100       MODEL 200       MODEL 300       MODEL 400      MODEL 600        MODEL 800      MODEL 900      MODEL 1000

CAPACITY*
Active Email Users
Domains
Message Log Storage
Quarantine Storage
HARDWARE
Rackmount Chassis
Dimensions (in.)
Dimensions (cm.)
Weight (lbs. / kg.)
Ethernet
AC Input Current (Amps)
Redundant Disk Array (RAID)
Redundant Power Supply
ECC Memory
FEATURES
Compatible with all Email Servers
Hardened and Secure OS
Outbound Email Filtering
MS Exchange/LDAP Accelerator
Per User Settings and Quarantine
Syslog Support 
Clustering & Remote Clustering
Per Domain Settings
Single Sign-On
SNMP/API
Customisable Branding
Per User Score Settings

1-50**
10

512 MB

1U Mini
16.8 x 1.7 x 9.1

42.7 x 4.3 x 23.1
8 / 3.6

1 x 10/100
1.0

51-500
50

1 GB

1U Mini
16.8 x 1.7 x 14

42.7 x 4.3 x 35.6
12 / 5.4

1 x 10/100
1.0

300-1,000
250
2 GB

10 GB

1U Mini
16.8 x 1.7 x 14

42.7 x 4.3 x 35.6
12 / 5.4

1 x 10/100
1.2

1,000-5,000
500

10 GB
50 GB

1U Mini
16.8 x 1.7 x 14

42.7 x 4.3 x 35.6
13 / 5.9

1 x 10/100
1.4

3,000-10,000
5,000
20 GB

100 GB

1U Fullsize
16.8 x 1.7 x 22.6
42.7 x 4.3 x 57.4

26 / 11.8
2 x Gigabit

1.8
Hot Swap

8,000-22,000
5,000
40 GB

200 GB

2U Fullsize
17.4 x 3.5 x 25.5
44.2 x 8.9 x 64.8

46 / 20.9
2 x Gigabit

4.1
Hot Swap
Hot Swap

15,000-30,000
5,000
60 GB

250 GB

2U Fullsize
17.4 x 3.5 x 25.5
44.2 x 8.9 x 64.8

52 / 23.6
2 x Gigabit

5.4
Hot Swap
Hot Swap

25,000-100,000
5,000

200 GB
750 GB

2U Fullsize
17.2 x 3.5 x 27.3
43.7 x 8.9 x 70.8

56 / 25.4
2 x Gigabit

7.2
Hot Swap
Hot Swap

UK 10.1   Specifi cations subject to change without notice.     *Capacity depends on environment and selected options.
                                        **The Barracuda Spam & Virus Firewall 100 is limited to providing antispam and antivirus protection for up to 50 email addresses.


